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General Requirements

A. Hot water tanks shall be designed for production of domestic hot water using hot water as heating source.  The principle consists of two concentric tanks.  The inner tank contains domestic hot water and the outer tank contains heating system water.

B. The inner tank material shall be 304L corrugated stainless steel or higher corrosion resistance stainless steel and have a maximum working pressure of 150 psi.  The cold water connection into this tank shall extend to near the bottom of the tank.  The hot water connection shall be at the top of the tank.  Tank shall be designed to be self-descaling.

C. The outer tank material shall be carbon steel with a built-in air vent.  The working pressure shall be 45 psi maximum.

D. The tank shall have a minimum recovery of __________ GPH at __________ ºF domestic temperature rise, and a minimum actual storage capacity of not less than __________ gallons.  The tank shall have a minimum of ____________ square feet of heat transfer surface.

E. The outer tank shall be surrounded with a minimum of 2 inches of CFC/HCFC-free rigid polyurethane foam insulation with an equivalent “R” value of R-16.

F. The length of the tank shall be covered by a one-piece polypropylene exterior jacket that resists dents, cuts and abrasions.

G. The GOLD Plus tank shall be designed for a maximum boiler side pressure drop through the tank of  1½ feet of head at rated flow.

H. The inner tank shall be equipped with a drywell.  In the drywell shall be a remote sensing bulb to indicate water temperature in the tank, and an additional remote sensing bulb for a low voltage thermostat.  The thermostat shall open the circuit when the temperature rises above the set point and shall close when the temperature has no more than a 6-º differential between the opening temperature and the closing temperature.  The adjustable thermostat shall be attached to a removable cover plate and wired to a removable “snap-set” connector to allow for easy installation and servicing.  (All wiring is 24v low voltage.)  Maximum domestic operating temperature shall be 160ºF.

II. For maximum domestic operating temperature up to 190ºF, an alternate thermostat may be obtained from Weil-McLain.  

A. Hot water tank shall be field installed with a long element (at least 8 inches) temperature/pressure relief valve, which bears the rating of ASME.  Valve shall relieve pressure at 150 psi.  Relief temperature shall be 210ºF.

B. Hot water tank shall have ETL certification.

II. Hot water tank shall be installed by a heating contractor whose principal occupation is the sale and installation of plumbing, heating, and/or air conditioning equipment and shall be installed in compliance with all applicable codes.

GOLD PLUS Indirect-Fired Water Heater


SUGGESTED SPECIFICATIONS





GOLD PLUS  30/40/60/80
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