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1. Maxi-Flo swimming pool heat exchanger shall be designed for heating all types and sizes of swimming pools, spas and hot tubs hot water using hot water as heating source.  The principle consists of a precision welded roll-formed shell and coil (WMPH-95 only) or roll-formed shell and tube design with specially designed built-in flow restrictors to assure maximum heat exchange.

2. The heat exchanger shall be constructed of high quality 316 stainless steel or higher corrosion resistance stainless steel and have a maximum working pressure of 140 psi and a maximum working temperature of 230º F on the heat source side.  The pool water connection to the heat exchanger shall be located on the ends (WMPH-95 only) or sides of the heat exchanger.  The heat source connection shall be at the sides (WMPH-95 only) or ends of the heat exchanger.  Tank shall be designed to be self-descaling.

3. The heat exchanger shall have a minimum of ____________ square feet of heat transfer surface.  The heat exchanger shall be capable of an output of __________ Btu/hr. at rated flow.  

4. The heat exchanger shall be designed to minimize pressure loss in the heating system.

5. The heat exchanger shall be equipped with stainless steel holding brackets.

6. The heat exchanger shall be installed by a heating contractor whose principal occupation is the sale and installation of plumbing, heating, and/or air conditioning equipment and shall be installed in compliance with all applicable codes.

7. The heat exchanger shall have a one-year warranty for manufacturer’s defects as outlined in written warranty.

RATINGS
	Boiler Water Flow
	Pool Water Flow

	Model

No.
	Output

Btu/hr
	GPM
	Pressure Drop Ft.
	GPM
	Pressure Drop Ft.
	Heat Transfer Surface Sq. Ft.
	Approx. Shipping Wt. - Lbs.

	WMPH-95
	 95,000
	6.0
	3.8
	40
	0.3
	 2.0
	6

	WMPH-135
	135,000
	6.6
	1.0
	55
	2.7
	 3.2
	8

	WMPH-200
	200,000
	8.0
	1.7
	65
	4.5
	 4.8
	11

	WMPH-260
	260,000
	9.4
	2.3
	80
	6.0
	 6.4
	14

	WMPH-400
	400,000
	13.0
	6.0
	95
	8.0
	11.8
	24


Ratings based on 110 ºF temperature difference between boiler water and pool water.

Maxi-Flo Pool Heat Exchanger
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